
October 17, 2003

2004 INSERTED SPECIAL PROVISIONS

COUNTY ENGINEERS/SUPERINTENDENT OF HIGHWAYS CL2003-15
MUNICIPAL ENGINEERS/DIRECTORS OF PUBLIC WORKS
CONSULTING ENGINEERS

The "Supplemental Specifications and Recurring Special Provisions" adopted January 1,
2004, has been issued to local agencies.  For consultants, this book is included with
your purchase of the “Standard Specifications for Road and Bridge Construction” and
was sent to the mailing address on record.  If you did not receive a copy of this book,
please contact the manual sales office at (217) 782-3464.

The department also issues special provisions not included in the above publication.
Special provisions issued by the Bureau of Design and Environment (BDE) that are
applicable to local agencies are considered Inserted Special Provisions (ISPs).  Special
provisions developed or modified for local agency use and issued by the Bureau of
Local Roads and Streets (BLRS) are considered Local Roads Special Provisions (LRs).
The ISPs and LRs are to be used for projects developed with the Standard
Specifications and are applicable for local agency projects involving federal, state, MFT,
and/or Township Bridge Program funds.  They are effective for any letting after
January 1, 2004.

For 2004, 14 new ISPs have been issued, 15 existing ISPs have been revised,
1 existing special provision has been moved to the 2004 Supplemental Specifications
and Recurring Special Provisions, and 1 existing ISP has been renamed and modified.

For 2004, BLRS has issued the following LRs:

LR 430 "Paving Brick and Concrete Paver" Pavements and Sidewalks was
created by the Bureau of Local Roads & Streets and the Bureau of Materials &
Physical Research to provide statewide requirements for paving brick and
concrete paver pavements and sidewalks. This special provision shall be
inserted into all contracts involving paving brick and concrete paver pavements
and sidewalks.

LR 442 "Bituminous Patching Mixtures for Maintenance Use" was created
by the Bureau of Local Roads & Streets to reference approved bituminous
patching mixtures. This special provision shall be inserted into all contracts
involving the purchase of bituminous patching mixtures.



LR 702 "Construction and Maintenance Signs" was created by the Bureau of
Local Roads & Streets to require fluorescent orange sheeting and a minimum
sign size of 48" x 48" on construction and maintenance signs. This special
provision shall be inserted when using BLR standards BLR 18, BLR 21, or BLR
22. On local let projects, this special provision may be inserted at the option of
the local agency when using BLR standards BLR 18, BLR 21, or BLR 22.

For 2004, BLRS has rescinded the following LR:

LR 202 "Construction Debris" is now a District 1 Contract Special Provision.
Public Act 93-0179 exempts municipalities and counties that are not located in a
county with a population of greater than 3,000,000 or contiguous to a county with
a population greater than 3,000,000 from the construction debris requirements of
415 ILCS 5/21.

Copies of the ISPs and the LRs may be downloaded from the department's Website at
http://www.dot.state.il.us/blr/isp.html.  If Internet access is not available and a paper
copy is desired, please contact Teresa Price (telephone: (217) 785-1664;
email: PriceTC@nt.dot.state.il.us).

The following documents are attached:

BLRS Cross Reference Sheet - Provides the disposition of the Year 2003
Recurring Special Provisions, ISPs, and LRs.

Supplemental Index - Provides index of the current Errata and Supplemental
Specifications.

Check Sheet - Provides contract reference sheet for recurring special provisions
to be inserted into plans.

ISPs & LRs Listing - Provides number, name, and brief description of special
provisions.

BLRS Usage Sheet - Provides usage guidance for all Recurring Special
Provisions, ISPs and LRs.

Please contact Teresa Price if you have any questions.

Sincerely,

Darrell W. Lewis, P. E.
Acting Engineer of Local Roads and Streets
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